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Instructions for use: 

Spray directly on to the part to be cleaned, wait 1-3 
minutes, then wipe with a cloth, rubbing into 
material to be removed. If using in a sonic bath, the 
AF1100 will quickly release the soiling material from 
the metal parts and may need to be wiped clean 
when removed.

Description: 

Highly efficient, non-toxic, 100% biodegradable 
product, for use in cleaning all petroleum by-
products from metal substrate. Formulated 
from seed oils to provide users with a 
petroleum-free and solvent-free product with 
superior efficiencies when compared to other 
similar products in the marketplace. 

Heavy machinery repair, parts batch, automotive repair, industrial and marine uses for degreasing and 
cleaning of various surfaces. Works on all metals without damage or unwanted absorption.  

− Easy to use, biodegradable, free of sulphur and aromatics and is 100% non-toxic.
− Requires no special handling or application practices.
− Non-irritating to the skin.
− Flash point is 1300C and is not restricted for transportation or storage,
− Reduces costs associated with product disposal after use.

Physical Properties:

Colour
Fragrance
Temperature use range
Specific Gravity (250C)
Viscosity at -/+400C`
Flashpoint

Pale Yellow
Neutral
-10 - 120°C
Specific Gravity (250C)

Viscosity at -/+400C`
Flashpoint

Characteristics:

Applications: 

Degreaser & Parts Wash (AG1100)
Parts Wash For Engines and Mechanical Devices

AG1100 can be sprayed directly onto grease and grime covered machinery parts or used in a 
sonic parts bath to quickly remove all residue from any metal substrate.
This non-toxic formulation penetrates to the substrate to lifts and wash away all petroleum 
product residue.
AG1100 works up to 50% quicker than conventional products and introduces a new 
standard of safety, replacing kerosene, varosol, acetone, and xylene products that are 
extremely caustic with harmful vapours. Also, can be filtered and re-used 3X with no 
discernable reduction in efficiency.
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